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Preface: How to Use this Book 

This manual is an introduction to the IBM 1800 Multiprogramming 
Executive (MPX) Operating System. It is intended for new and potential 
1300 installation managers, programmers, and operators; the only 
prerequisite is knowledge of basic data- processing and process- control 
terms. The data-processing terms are explained in Introduction to IBM 
Data Processing Systems , Order Number GC20-168U. 

The first chapter, "What the 1800 System Does," discusses kinds of 
applications in which the 1800 system is used, and the different kinds 
of work you can expect it to do. 

The second chapter, "What MPX Does for You," discusses the programming 
functions that are carried out by the operating system. It describes 
needs that you might want the operating system to handle, and what MPX 
does about these needs. 

The third chapter, "How MPX Is Organized," tells how the various parts 
of the system are put together and where they are located. 

As you read this manual, you might want more detailed information about 
1800 system physical units and MPX system programs. These books can be 
used for reference: 

1800 System Summary, Order Number GA26-5920, which introduces the 
physical units that make up an 1800 system- 

1800 Functional Characteristics, Order Number GA26-5918, which 
describes how the physical units work. 

MPX Programmer's Guide, Order Number GC26-3720, which discusses MPX 
system organization and programming techniques. 

MPX Planning for Versions 2 and 3, Order Number GC26-3731, which 
describes the features of MPX added in Versions 2 and 3 of the 
system. 

MPX Subroutine Library, Order Number GC26-3724, which describes 
each of the system subroutines. 

MPX Operating Procedures, Order Number GC26-3725, which tells how 
to generate, operate, and maintain MPX. 

1800 Assembler Language, Order Number GC26-5882, which tells how to 
write programs in assembler language. 

1130/1800 Macro Assembler Programming, Order Number GC26-3733, 
which tells how to use macro instructions. 

1130/1800 Basic FORTRAN IV Language, Order Number GC26-3715, which 
tells how to write programs in FORTRAN. 

Communications Adapter Programming, Order Number GC26-3757, which 
tells how to write programs to carry out communications with other 
computers and terminals. 

Binary Synchronous Communications — General Information, Order 
Number GA27-3001, which describes the programming conventions that 
govern communications between the 1800 and other computers and 
terminals. 

1130/1800 Plotter Subroutines, Order Number GC25-3755, which 
describes MPX subroutines for controlling the 1627 plotter. 
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Chapter 1: What the 1800 System Does 



The IBM 1800 Oata Acquisition and Control System is a computer system 
designed specifically for use in real-time applications — applications 
that require fast response to physical events as they take place. The 
system accepts analog and digital electrical signals from devices such 
as thermocouples, pressure and temperature transducers, flovmeters, 
analytical instruments, and contacts. The response of the system to 
these signals can take several different forms: 

• The system might record data from the signals, operate on it in some 
way, and make the results available for use. For example, the 1800 
system might receive signals from contacts in gas pipelines. It 
could convert these signals into measurements of the flow in each 
pipeline and perform computations on the measurements, such as 
computing the hourly or daily average flow. The system might make 
the results available to gas company personnel by printing a report 
or by producing a graph. 

• The system might, as a result of signals received, notify an operator 
that some action is necessary. For example, the 1800 might receive a 
signal from a thermocouple in a steel-mill furnace. The system could 
convert the signal to a reading of the temperature of molten steel 
and compare the reading with prespecified limits. If this comparison 
showed that the temperature was too low, the 18 00 could print a 
message to an operator telling him to raise the temperature. 

• The system might generate signals that cause adjustments to be made 
without an operator's intervention. For example, an 1800 might 
receive signals from pulse counters at an intersection of two 
streets. From these signals, the system might determine that 
northbound traffic was twice as heavy as westbound traffic. It could 
then generate signals to controllers that would automatically adjust 
traffic lights to allow the flow of northbound traffic to increase. 



Real-Time Applications 

The 1800 is used primarily in three kinds of applications: data 
acquisition, process control, and manufacturing. 



TATA ACQUISITION 

Data acquisition is the collection, at its source, of accurate, 
physically generated data for evaluation and control. The major 
functions of data -acquisition applications are acquiring sensor- based 
data as it becomes available and then editing, formatting, reducing, 
recording, and displaying it. These uses of the 1800 are associated 
with the monitoring of processes and experiments, the testing of 
physical materials and structures, and the simulation of processes, 
structures, and missions. 

In a data-acquisition application, the 1800 can acquire data from 
instruments such as spectrometers, flowmeters, and thermocouples, or 
from instruments that examine biological specimens such as humans and 
test animals. The 1800 can also adjust data-acquisition instruments. 
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For example, an 1800 receiving information from a radio antenna might 
control the positioning of the antenna. 

After the data is acquired, the system reduces it to a manageable form. 
The system may also improve the usefulness of the collected data, by 
operating on and analyzing it in various ways or by reducing it on a 
statistical basis. 

After data reduction, the system usually compares the data with 
previously acquired data or with theoretical models and sends the 
results to the investigator through graphic output devices. 



PROCESS CONTROL 

The 1800 in a process-control application collects and analyzes data 
that describes the behavior of a continuous process, such as the 
refining of oil. The system can take corrective action either by 
issuing instructions to an operator or by effecting direct physical 
changes to the process. 

The signals that the 1800 receives from devices attached to the process 
are called process input. By reading and operating on various items of 
process input, the 1800 can monitor the status of many parts of the 
process, such as temperatures, flow rates, and the amount of raw 
nateriais being used. Engineering and operational data stored in the 
system is used to determine what action should be taken to keep the 
process running properly. These decisions can also be made by control 
optimization programs, which are programs that make adjustments based on 
interrelationships of various parts of the process. 

The 1800 generates signals that control the valves, switches, and relays 
that in turn control the process. These signals are called process 
output . 



MANUFACTURING 

In a manufacturing application, the 1800 monitors manufacturing 
operations, tests tJie quality of products, furnishes production data to 
higher- level production and inventory control systems, and manages the 
flow of work between departments. Data in these applications can be 
collected directly from sensors or entered by individuals into special 
devices located in the manufacturing plant. These devices are discussed 
later in this chapter, under "Communications." 



Background Processing 

The 1800 in a real-time application isn't responding to r'eal-time events 
all the time. The computer has some free time — perhaps hours at night 
when the process it controls isn't running; perhaps fractions of seconds 
between responses to real-time events. The 1800 can use such free time 
to perform scientific and data- processing tasks, such as processing a 
payroll and preparing production reports. This work is called 
background processing, because it's done only when the 1800 has no 
real-time work to perform. Data for these tasks, together with 
instructions specifying what the 18 00 is to do with the data, constitute 
data processing input. Data processing input can be entered into the 
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system from a card reader, a disk drive, a keyboard, a magnetic tape 
drive, or a paper tape reader. The results of background-processing 
jobs — data processing output--can be placed on disk or magnetic tape, 
punched onto cards by a card punch or onto paper tape by a paper tape 
punch, made into a graph by a plotter, or printed in the form of a 
message or a report on a printer. 



Communications 



The 1800 can communicate with individuals and with other computers in 
various ways . 

The 1800/2790 data communication system is a set of input devices that 
allow communications between the 1800 and individuals throughout a 
manufacturing plant, a school, a hospital, or another installation. 
Individuals at these input devices can send the 1800 data recorded in 
various media — cards, badges, and keyboard entries. The 1800 can 
respond by turning on lights at some of the input devices and by 
printing messages on a printer. 

The 1800 can communicate with other 1800s and with System/360s by using 
information stored on disk packs shared by two or more systems. A 
communications adapter allows the 1800 to communicate over telephone 
lines with System/360s, 1130 computing systems, other 1800s, and 2770 
and 2780 data transmission terminals. 

An 1800 in a manufacturing plant might, for example, send statistics on 
the productivity of several manufacturing machines to a System/360. 
System/3 60 could use this information, together with data from other 
sources, to determine how the overall productivity of the plant might be 
improved. 

Figure 1 pictures an 1800 carrying out real-time tasks, background 
processing, and communications. 



Programming 

The 1800 performs the kinds of jobs we've been discussing by executing 
programs. A program is a sequence of instructions that tell the 
computer what to do in order to achieve some goal. 

Some programs are unique to a single application. For example, a 
program that tells the 18 00 how to control a valve in a cement-making 
process would be of no use to someone who uses the 1800 to test the 
reactions of biological specimens; a program that optimizes gasoline 
blends would be of no use to someone whose 18 00 controls a stacker 
crane. Each application has its own real-time, accounting, 
problem-solving, and record-keeping needs, and programmers at each 1800 
installation are responsible for writing programs that tell the 1800 how 
to meet these needs. 

Other programs are needed by all or many 1800 applications. Examples of 
these are: 

• A program that tells the 1800 how to read a punched card. 

• A program that determines the order in which various programs are to 
be executed. 
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The Multiprogramming Executive (MPX) Operating System is a set of 
programs, sometimes called system programs or control programs, that are 
needed by all or many applications. By using MPX, you can concentrate 
on writing the programs that are unique to your application. 

In the next chapter there's a discussion of the functions the operating 
system performs for you. 
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Chapter 2: What MPX Does for You 



In this chapter, each numbered heading describes something you might 
want from the operating system. The discussion that follows the heading 
tells what MPX does about it. 



1. The ability to "write programs in symbolic languages, store them, 
and execute them 

In order for the 1800 to execute an instruction, the instruction must be 
in machine language. Machine language consists entirely of zeros and 
ones. Some of the zeros and ones tell the 18 00 what it's to do with 
data (such as add or subtract) , some of them tell it the location of the 
data it's to operate on, and some of them represent the data itself. 
Some machine- language statements are shown in Figure 2. 

For you to write long programs in machine language, however, would be 
tedious, time-consuming, and error-prone. MPX includes two language 
translating programs (or "language translators") to allow you to define 
solutions and applications in languages that are easier to learn and use 
than machine language. 



LANGUAGE TRAH5LATORS 

The two language translators are the Macro Assembler and the FORTRAN 
Compiler. The Macro Assembler translates statements written in the 
assembler language, and the FORTRAN Compiler translates statements 
written in the FORTRAN language. The output from both translators is 
irachine-language statements that the 1800 can execute. 

Figure 2 shows equivalent FORTRAN, assembler-language, and 
nechine-language statements. Notice that the FORTRAN statement is very 
much like a mathematical formula. FORTRAN stands for FORmula 
TRANslating system. The language closely resembles the language of 
mathem.atics ; it allows engineers and scientists to define problem 
solutions in a familiar, easy-to-use notation. 

The assembler language is more like machine language than FORTRAN is. 
Each assembler- language statement is translated (or "assembled") by the 
Macro Assembler into just one machine-language statement. The FORTRAN 
Compiler, on the other hand, might translate (or "compile") one FORTRAN 
statement into several machine-language instructions. The nine 
assembler- language statements shown in Figure 2 all together produce the 
same results as the single FORTRAN statement shown in the same figure. 

The assembler language makes use of symbols, though the symbols are 
perhaps not so obvious as those used in FORTRAN. For example, in the 
FORTRAN statement in Figure 2, multiplication is indicated by an 
asterisk and subtraction by a minus sign- In the assembler-language 
example, multiplication and subtraction are indicated by the letters M 
and S. 

The assemnler language allows you more control over some of the system 
resources than does FORTRAN. A program written in FORTRAN might require 
that you write fewer statements than a corresponding program written in 
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assembler language, but it might also require more computer time and 
more storage space. 

You can decrease the length of your assembler-language programs by 
defining macro instructions, A macro instruction is an instruction that 
is written like an assembler- language statement. When the Macro 
Assembler encounters a macro instruction, it processes a sequence of 
assembler-language statements that you have specified. You need to 
specify such a sequence only once. After that, you can specify that the 
sequence is to be processed by issuing the macro instruction. 

The definition and use of a sample macro instruction are shown in Figure 
2. Once the macro definition has been stored, issuing the macro 
instruction would have the same effect as issuing' the FORTRAN statement 
or the sequence of assembler-language statements also shown in Figure 2. 

After a program has been written and assembled or compiled, you'may want 
to run (execute) it immediately, store it for future execution, or both. 

Programs are executed by a machine unit called a processor- 
controller. This unit includes a central processing unit (CPU) , which 
carries out arithmetic and logical operations, and main (core) storage, 
where programs are executed. 

There normally isn't room in main storage for all your programs to be 
there all the time. Most programs are stored in disk storage and then 
read into main storage when they are to be executed. 

MPX allows you to manage storage and execution of your programs in 
several different ways. You tell the system to store and execute 
programs by issuing control statements that activate various programs 
within MPX, 
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Macro Definition 
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Figure 2. FORTRAN, Asseirbler-Language, and Machine-Language Statements 
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EXECUTIVE PROGRAI'dS 

Some programs stay in main storage at all times. These programs make up 
what's called the Executive. Some of the MPX control programs are part 
of the Executive, and when you set up your system--during the process 
called system generation- -you can specify that some programs you have 
written are to be included in the Executive. Two reasons that you might 
want to include a program in the Executive are: 

• Programs in the Executive are immediately accessible; that is, they 
can be executed without waiting to be read in from disk storage. 

• Programs in the Executive are accessible to all other programs. For 
example, say that ten different programs stored on disk all contain 
some sequence of statements that carries out some function- You 
could make that sequence into a subprogram, or subroutine. If you 
placed that subroutine in the Executive, it wouldn't be necessary for 
each of the ten programs to contain its own copy of the subroutine. 
By issuing one or two statements, each of the ten programs could 
specify that the subroutine was to be executed. 

There are some drawbacks to placing programs in the Executive. One is 
that you can't alter the Executive without stopping the system and doing 
another system generation, and another is that the bigger the Executive, 
the smaller the area available for execution of other programs. You'll 
probably use other means of storage and execution for most of your 
programs. These other means are discussed in the next section. 



CORELOADS 

If a program isn't part of the Executive, then before it can be 
executed, it must be made part of a coreload. A coreload is an 
executable program or program portion. It contains machine-language 
instructions produced by the Macro Assembler or the FORTRAN Compiler, 
together with control information necessary to execute these 
instructions. 

Coreloads are built by an MPX program called the Builder. By issuing a 
control statement, you can tell the Builder to make your assembled or 
compiled program into a coreload. You can build several different kinds 
of coreloads : 

• You can build a coreload that is to be stored on disk and executed 
repeatedly. An MPX program called the Disk Management Program stores 
the coreload on disk when you issue the appropriate control 
statement. Later you can use another statement to read the coreload 
into main storage. The reading is done by a program called Program 
Sequence Control (PSC) . The coreload remains in main storage until 
its execution is complete and the space it occupies is needed for 
execution of another program. 

• You can build a coreload that is to be executed but not stored for 
reuse. Such a coreload might perform mathematical calculations that 
need to be performed only once. You can use a control statement to 
cause the Builder to build such a coreload and transfer it to main 
storage, where it remains until its execution is complete and the 
space it occupies is needed for execution of another program. 

• You can build what's called a SPAR (special area) coreload. A SPAR 
coreload is different from the coreloads discussed above in that the 
space occupied by an ordinary coreload can be used for another 
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coreload as soon as execution of the first coreload is complete. A 
SPAR coreload remains in main storage until you specify in a control 
statement that the space it occupies can be used for another 
coreload. Subroutines in SPAR coreloads can be accessed just as fast 
as subroutines in the Fxecutive. The difference is that you can 
change the contents of a SPAR coreload without a new system 
generation, but changing the contents of the Executive requires a 
regeneration of the system. 



2. Fast response to real-time events 

Response to events as they take place is of paramount importance in 
i3ata -acquisition and process-control applications. For example, an 1800 
might count the particles from a radioactive source that collide with a 
target. Many thousands of these collisions might occur every second, 
and the 1800 must record all of them in order that the data acquired be 
usable. 

Many features of MPX contribute to fast response to real-time events. 



ACCESSIBILITY OF PROGRAMS 

One feature that has already been discussed is that some programs can 
reside permanently in main storage, either in the Executive or in a SPAR 
coreload. The 1800 can execute such a program without spending time 
transferring the program from disk storage to main storage. 

Another feature is that coreloads are stored on disk in machine 
language. As soon as a coreload is copied from disk into main storage, 
it's ready to be executed — no additional time need be spent to make it 
ready for execution. 



jyjULTIPROGRAMtdlNG 

Multiprogramming is a technique that contributes to many of the features 
of MPX--among them, fast response to real-time events. Multiprogramming 
allows many programs to be in main storage at the same time and to share 
the use of system resources. 

To effect multiprogramming, you must divide main storage into these 
sections when you generate your MPX system: 

1. The Executive, which, as we've already said, includes many of the 
MPX control programs and can include some of your programs. 

2. Up to 24 partitions where your programs are executed. You can 
define two kinds of partitions : 

• Partitions for execution of coreloads that serve your real-time 
needs, including SPAR coreloads. 

• VCORE, a partition where your background-processing coreloads can 
be executed. The Macro Assembler, the FORTRAN Compiler, and some 
other MPX programs are also executed in VCORE. 
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Every real-time MPX system must include the Executive and at least one 
partition. The number and size of other partitions depend on your 
need s . 

Multiprogramming allows programs to be executed faster — and thus 
provides faster response to real-time events — by letting different 
programs use different resources of the system at the same time- 
Any program, at any given time, requires only a fraction of the total 
resources of the system. For example, while a program is using the 
central processing unit to do addition or subtraction, it isn't using a 
printer; while a program is using a disk drive, it isn't using the CPU. 
Under MPX, different programs can use the 'CPU, printers, and disk 
drives, as well as other input/output devices at the same time, thus 
shortening the execution times of some or all of the programs. 

Let's look at an example of the advantages of multiprogramming. Suppose 
programs A, B, and C are being executed in a system without 
multiprogramming. Program A reads some information from disk, operates 
on it, and prints out a report. Program B performs some computation, 
prints a message, performs some more computation, and writes the result 
on disk. Program C performs some computation, reads some information 
from disk, performs some more computation, and writes the result on 
disk. 

Figure 3 illustrates the sequence in which various operations would be 
performed when the three programs are executed one after the other. 
Notice that while any one part of the system, such as a disk drive, is 
being used, the other parts, such as the CPU, are idle. 
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Figure 3. Sequential Execution of Programs 



Figure 4 shows the sequence in which the same functions might oe carried 
out under MPX. Note that the three resources involved (CPU, disk drive, 
printer) are in some cases all used at the same time. Note also that 
Program A is completed just as soon, and Programs B and C are completed 
sooner, than they were in the system without multiprogramming. 
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Program B 



Program C 










Disk Time 



CPU Time 



Printer Time 



■> 



Time 



Figure 4. Concurrent Execution of Programs 



INTERRUPTS 



In order that MPX respond to a real-time event, it must have some way of 
knowing that the event has taken place. To accomplish this, each 1800 
can be connected so that physical events cause interrupts. An interrupt 
is the recognition of an event that alters the sequence of program 
execution by causing execution of a specific program. When you set up 
your system, you specify which program is to be executed in response to 
each interrupt. The program is said to service the interrupt. 

When the interrupt occurs, a physical indicator is set. The 1800 uses 
the indicator to determine the source of the interrupt. Then MPX 
executes the program that has been specified to service that interrupt. 

Interrupts can, as we've said, be caused by real-time events. For 
example, if an 1800 were controlling the testing of resistors as they 
were manufactured, an interrupt might be generated every time the 
testing mechanism finished testing a good resistor. A different 
interrupt would be generated when the resistor being tested was found to 
be defective. Different programs would be executed to service the two 
interrupts. In an actual process, the two programs might cause the 
resistors to be moved to different locations. 

An interrupt is also generated each time an input/output device finishes 
an operation. Programs within MPX are executed in response to those 
interrupts. Interrupts can also be generated by programs. For example, 
in the resistor-testing application described above, an interrupt was 
generated when a defective resistor was encountered. The program 
executed in response to that interrupt might move the defective resistor 
to a specified spot, update some stored production data, and generate 
another interrupt. The program servicing this second interrupt could 
begin the testing of another resistor. 

MPX can distinguish up to 760 different interrupts. The actual use of 
interrupts at your installation depends on your needs. 



I 
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3. The ability to specify relative importance to different interrupts 

In real-time applications, it is essential that some interrupts be given 
a higher priority than others. For example, say your 1800 is 
controlling a paper-making process. Assume that an interrupt is 
generated because the amount of rag being combined with wood pulp is not 
correct for the grade of paper being produced, A program to correct the 
rag input begins execution. Now say something goes wrong with the 
machine that dries the paper, so that if corrective action is not taken 
quickly a fire would result. You would want an interrupt caused by this 
event to have priority over the first interrupt, even though the first 
interrupt had not been completely serviced. 



INTERRUPT LEVELS 

The 18 00 allows you to assign priorities to your interrupts by means of 
a system of interrupt levels. Each interrupt, whether generated by an 
external device, an input/output device, or a program, is assigned to an 
interrupt level from (highest priority) to 23 (lowest priority). Up 
to 16 interrupts can be assigned to the same level. Each of the 16 can 
be caused by up to 16 different events. 

If a program is being executed as a result of a level 5 interrupt, and a 
level 2 interrupt occurs, execution of the level 5 program is suspended 
until the level 2 interrupt has been serviced. After the level 2 
interrupt is serviced, execution of the level 5 program can be resumed 
just as if it had not been suspended. 



THE BASIC LEVEL 

There's another level that's lower than any of the interrupt levels. 
This lowest level is called the basic level. Background processing is 
done on the basic level, and you can specify that other programs be 
executed on the basic level, too. Programs are executed on the basic 
level only when there are no interrupts waiting for servicing on 
interrupt levels. 



INTERRUPT LEVEL OPERATION 

Figure 5 shows the sequence of execution of four programs: a background 
job and programs servicing interrupts on levels 9, 10, and 11. In the 
figure, the level 11 interrupt occurs first, the level 10 interrupt 
second, and the level 9 interrupt third. 
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Figure 5. Execution of Programs on Interrupt Levels 



Notice that the level 11 program is interrupted twice, once by a level 
10 interrupt and once by a level 9 interrupt. The level 10 program is 
executed without interruption, because no interrupt on a higher level 
occurs during its execution. The background-processing job is suspended 
when the first interrupt occurs; its execution is not resumed until 
there are no interrupts waiting to be serviced. 

If a program is being executed as a result of an interrupt on a level, 
more interrupts on that same level may occur before execution of the 
program is complete. For this reason, MPX maintains a queue (waiting 
list) of coreloads to be executed on each interrupt level. 

Execution priorities can also, at your option, be established within a 
level. For example, say a program is executing as a result of a level 2 
interrupt. During its execution, two more level 2 interrupts occur; the 
one that occurs second is specified to have a higher priority than the 
first. First, the program already being executed will complete its 
execution. Then the two interrupts will be serviced. The one that 
occurred second will be serviced first, because it has the higher 
priority. 

An MPX control program called Master Interrupt Control (MIC) analyzes 
each interrupt as it is recognized and arranges for it to be serviced, 
by passing control to a program that's already in main storage, placing 
a coreload in the queue for the appropriate interrupt level, or copying 
the contents of VCORE onto disk and placing an interrupt-servicing 
coreload in VCORE. 
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Another MPX control program. Program Sequence Control (P3C) handles 
scheduling of programs that are requested by sources other than 
interrupts. For example, an instruction in one program may be a request 
that another program be executed. P3C would handle scheduling of this 
second program. 



4. The ability to alter the way your interrupts are serviced 
without stopping the system 

In real-time applications, it is often necessary that interrupt- 
servicing programs have a very short access time. Access time (the time 
between an interrupt and the beginning of execution of the program) for 
a program is shortest if that program is already in main storage. We've 
discussed before the two ways of keeping programs in main storage. One 
is by making them part of the Executive; the Executive, however, can't 
be altered unless the system is stopped and regenerated. The second v/ay 
to keep a program in main storage is to make it part of a SPAR coreload. 

When you generate your system, you can specify, if you want, that some 
of your coreloads are to be SPAR coreloads. SPAR coreloads that you 
specify are loaded into their partitions by the MPX control programs 
LSPCL and LSPAR. Each SPAR coreload then remains in main storage until 
you call LSPCL or LSPAR to replace it or the MPX control program CSPAR 
(clear SPAR) to release the partition for execution of another coreload. 
By using one or more SPAR coreloads, you can ensure that interrupt- 
servicing programs have minimum access time while still allowing 
yourself to change these programs without stopping the system. 



5. The ability to do accounting, problem-solving, and record-keeping 
jobs as well as real-time tasks 

Computer time not needed for real-time tasks can, as discussed under 
"Background Processing," be used for other kinds of work. These include 
accounting, problem-solving, and record-keeping jobs. Execution of 
background joDs must be carried out in VCORE on the basic level. You 
can't assign priorities to background joos; they're executed one after 
the other in the order they're entered into the 1800. 

Execution of background jobs is managed by an MPX control program called 
the Batch-Processing Monitor Supervisor (SUP) . SUP is part of a group 
of programs that make up the Batch-Processing Monitor (BPMON). BPMON 
contains several programs that have already been mentioned: the Macro 
Assembler, the FORTRAN Compiler, the Builder, and the Disk Management 
Program. All these programs are executed as background joos. 

Zoxi can also build real-time coreloads to execute on the basic level. 
If you do this, you can assign BPMON a priority within the basic level. 
Then a program called Time-Sharing Control (TSC) schedules the use of 
VCORL. TSC allocates use of VCORE to BPMON if there are no coreloads of 
a higher priority than BPMON waiting to be executed on the basic level. 



6. The ability to keep the system busy and to maximize the work done 

Several features of MPX contribute to the system's efficient use of 
time. 
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One of these is the overlap of processing and input/output operations. 
This overlap keeps the CPU and the input/output devices operating 
simultaneously . 

Another of these features is the queueing of coreloads for execution on 
each level. Queueing allows the proper coreload to be read into a 
partition as soon as the one already there has completed execution. 

The system is also kept busy by the automatic transfer of control to 
BPMOlSI when there is no process work to be done. 



7. A method by which programs can commuiiicate with each other 



You may want to make data generated by some of your programs available 
for use by other programs. For example, you might have one program that 
records the number of items produced by various manufacturing machines, 
and a second program that prints a report on the productivity of your 
manufacturing activities. You would want the numbers recorded by the 
first program to be available to the second program. 

MPX would allow such programs to communicate with each other by means of 
ixain-storage areas called COMMON areas. 

Any program being executed in a partition can define an area called 
COMMON within that partition. It can leave data in COIMON for future 
use by another program being executed in that partition. You have to be 
careful when you're using this kind of COMMON, because a COMMON 
established by a coreload isn't protected from other coreloads that are 
executed in the same partition. For example, say coreload TIME defines 
a COMMON in its partition, and stores data there for subsequent use by 
coreload PLUS. Between the execution of TIME and PLUS, coreload FILL is 
executed in the saire partition, but FILL doesn't define a COMMON at all. 
FILL could use the COMMON that TIME defined for any purpose at all, and 
could destroy the data stored there by TIME. By the time PLUS was 
executed, the data stored by TIME would no longer be in COMMON. 

A second kind of COMMON area is called INSKEL COMMON. INSKEL COMMON is 
part of tne Executive, so it's in main storage at all times. Any 
program you write, no matter where it's executed, can store data in 
INSKEL COMMON and can read data that other programs have stored there. 

You define the sizes of ail the COMMONS, so they can be as large or as 
small as your needs dictate. 



8. The ability to use the input /output devices easily 

INPUT/OUTPUT CONTROL SUBROUTINES 

MPX includes subroutines that make it possible for you to use all the 
input/output (I/O) devices shown in Figure 6. The minimum and maximum 
number of each device supported is shown in Tables 1 and 2. For each of 
the devices shown, there are one or more input/output control 
subroutines that manage the transfer of data between the device and main 
storage. 

Any program can initiate such a transfer by issuing a call to the 
appropriate input/output control subroutine. A call consists of several 
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inotructions in which you specify the location of the data to be 
transferred, where it's to be sent, how much data is to be transferred, 
and what's to be done when the transfer is complete. For example, a 
call to the input/output control subroutine for the card read punch 
might specify that the. contents of one card in the card read punch are 
to be read into a specified location in main storage. A call to the 
input/output control subroutine for the 2311 disk storage drive might 
specify that 29 characters beginning at a certain location in main 
storage are to be copied onto a disk pack, beginning at a certain 
location on the disk pack. 

The following MPX input/output control subroutines control 
data-processing I/O devices: 

» flULKN — handles output to and input from the 1810 disk storage unit and 
sections of 2311 disk storage drives that are treated like 1810s. 

• C?iRDN — handles the reading and punching of cards on the 144 2 card read 
punch. 

• FILEN — handles input to and output from the 2311 disk storage drive. 

• MA.GT--handles input to and output from the 2401 and 2402 magnetic tape 
units. 

• PAPTN — handles input from the 1054 paper tape reader and output to the 
10 5 5 paper tape punch. 

• PLOTX — handles output to the 1627 plotter. 

• PRNTN — handles printing and line control on the 1443 printer. 

• TYPEN, WRTYN — handles input from the 1316 printer keyboard and output 
to the 1816 and the 1053 printer. (TYPEN and WRTYN are two names for 
the same subroutine.) 

The following input/output control subroutines control process I/O 
devices : 

• AIRN — handles input of data to main storage from a random set of 
analog input points . 

• AISN, AISQN--handles input of data to main storage from a sequential 
set of analog input points. (AISN and AISC)N are two names for the 
same subroutine.) 

• DAOP--handles output to digital and analog output devices. 

• DIEXP — handles reading of a group of digital input points and storing 
of the values in a special format. 

• DINP — handles reading and checking of several groups of digital input 
points . 

The following input/output control subroutines control communications 
I/O devices: 

• BSCIO — handles input from and output to the computers and terminals 
attached to the 1800 by the communications adapter. 

• 27 90 Input/Output Control Subroutine — handles input from the 27 91 and 
2793 area stations, 2795 and 2796 data entry units, and 1035 badge 
readers, and output to the 2791 area stations and 10 53 printers 
attached to area stations. 
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To ran MPX, you must have at least one 1442 card read punch, one 1053 
printer, and one disk drive (2311 or 1810 Model A.). If you don't, have 
2311s, then the 2790 system requires an 1810 Model A2 or B2. The 1053 
printer and the disk drive are used by some of the MPX system programs, 
so the input/output control subroutines for those devices must be in the 
Executive. You can put CARDN in the Executive or a coreload. 

Of the input/output control subroutines for other devices, you need to 
include only those for devices you are using in your system. Any of 
these other input/output control subroutines can be put in either the 
Executive or a coreload. 
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Table 1, 



Minimum and Maximum Machine Configurations 



Device 


Number in Maximum System 


Number in Minimum System 


231 1 Disk Storage Drive 


8 


1 


1810 Disl< Storage Unit 


KModel A3or B3) 


KModel A1 orBI) 


1442 Card Read Punch 


2 


1 


1816 Printer Keyboard 




1 


1053 Printer 


(including up to two 1816s) 




1443 Printer 


1 





1627 Plotter 


1 





1054 Paper Tape Reader 


1 





1055 Paper Tape Punch 


1 





2401/2402 Magnetic Tape Unit 


2 





Communications Line Adapter 


8 





2790 Loop Adapter 


2 






TaDle 2. Maximum 2790 Loop Configuration 



Device 



2791 Area Station 
or 



2793 Area Station 



2795 Data Entry Unit 



2796 Data Entry Unit 



Number in Maximum Loop 



100 



3 per 2791 Model 1 
or 2793 area station; 
maximum of 1024 



1035 Badge Reader 



1053 Printer 



300 (3 per 2791 Model 
1 area station) 



100(1 per 2791 Model 1 
or 2793 area station) 



User-Supplied Input Device 



100(1 per 2791 Model 1 
area station) 



DISK UTILIZATION PROGRAMS 



The Disk Pack Initialization Program (DPIP) , the BOM Disk Write 
Addresses Program (BDWAP) , and the Disk Management Program (DMP) are 
programs that give you further assistance in the use of disk storage. 

DPIP allows you to test a 1316 disk pack (used with 2311 disk storage 
drives) for defects and initialize it for use. BDWAP initializes a 2315 
disk cartridge (used with 1810 disk storage units). By issuing control 
statements that activate parts of DMP, you can carry out such functions 
as storing programs and data on disk, deleting programs and data 
previously stored, copying disk packs and cartridges, and reserving disk 
space without actually storing anything. 
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9. Accessibility of subroutines that are used by many programs 

Some subroutines may be used as part of the execution of many different 
programs. Storing a copy of such a subroutine with each coreload that 
\ises it would require extensive disk space. The partitions where the 
coreloads are executed would also have to be large enough to accommodate 
the siibroutine along with the rest of the coreload. You can save space 
by placing such subroutines in the Executive. Then they can be accessed 
by a program executing in any partition. 



10. The ability to interrupt a subroutine, use it, and then 
complete the interrupted execution properly 

If a program is being executed on an interrupt level, and a higher-level 
interrupt occurs, execution of the program is suspended until the 
higher-level interrupt is serviced. However, a problem arises when a 
sutiroutine in the Executive is interrupted in this way and the program 
servicing the higher-level interrupt calls the same subroutine. 

Let's look at an example. Say you have two communications adapters, one 
of which generates level 1 interrupts and the other of which generates 
level 2 interrupts. The input/output control subroutine BSCIO services 
all interrupts for both communications adapters. Say BSCIO is 
transmitting or receiving data with the level 2 communications adapter 
when an interrupt from the level 1 communications adapter occurs. The 
first execution of BSCIO is suspended, and another execution of BSCIO is 
begun to service the level 1 interrupt. If BSCIO were a conventional 
subroutine, the partial results of the first execution would be lost. 
The communications that had taken place during the first execution would 
have to be repeated. 

To prevent this kind of problem, MPX subroutines can be written to be 
reentrant. When execution of a reentrant subroutine on a given 
interrupt level is interrupted, all the results accumulated so far are 
saved in an area called the level work area, and execution can later be 
resumed at the point where it was interrupted. There's a level work 
area for each interrupt level in the system. 

All MPX system subroutines that may be called from more than one level 
are available in reentrant form. This means they can be called from 
different interrupt levels with no loss of partial results. Many of tne 
system subroutines are available in both reentrant and nonreentrant 
forms. The reentrant forms generally require less main storage, but 
require more execution time than the nonreentrant forms. You can choose 
the form that better meets your needs. 



11. The ability to perform some tasks on a timed basis 

Assume that your 1800 is controlling the packaging of peanut butter. 
You might want the 1800 to weigh a finished jar of peanut butter every 
two seconds, check the flow of salt into the peanut butter every two 
minutes, and print an inventory report every two hours. 

Timers built into the 1800 system and into MPX allow you to do things on 
a timed basis. A timer is a device that generates an interrupt every 
time a specified interval of time elapses. Three physical timers are 
built into the 1800 hardware. Two of the physical timers are available 
for your use; MPX uses the third to keep track of the time of day and 
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the programmed timers. A programmed timer is a location in main 
storage. A value is placed in this location and subsequently altered at 
regular intervals until it reaches zero, at which time an interrupt is 
generated. When you generate your system, you can include up to 30 
programmed timers. 

All 3 2 timers available to you can be specified to generate interrupts 
("time out") at different time intervals. In the example above, you 
could set three timers to time out at two-second, two-minute, and 
two- hour intervals. 

Timer operations are controlled by an MPX program called Interval Timer 
Control (ITC). ITC can also check to make sure that expected interrupts 
from I/O devices are received. If such an interrupt is not received (a 
"no response" situation) , ITC prints a message and sets an indicator 
that prevents the device from being used until the problem is corrected. 



12. The ability to do conversions and arithmetic and functional 
calculations 

Part of MPX is a library of subroutines that are often needed by user 
programs. Some of these subroutines change the representation of data 
from one form to another. Others compute functions of variables such as 
sines, logarithms, and square roots. Still others perform arithmetic 
operations on data in various formats. 

These subroutines reside on disk and must be made part of a coreload or 
included in the Executive before they can be executed. The Builder can 
make any of these subroutines part of any coreload. 



13. The ability to communicate with other computers 

The communications adapter (CA) , which permits the 1800 to communicate 
with other computers, was mentioned under "Communications" in Chapter 1. 
All communications using the CA are done in accordance with a set of 
ground rules defined as binary synchronous communications (BGC). BSC 
requires that data being transmitted be formatted in particular ways, 
and that it contain certain defined control information. 

MPX includes an input/output control subroutine and several additional 
subroutines in support of communications. You must set up data to be 
transmitted in accordance with BSC specifications, but the MPX control 
programs handle all the actual transmission and receipt of data. 

The 1800 can also communicate with other 1800s and with System/360s by 
sharing information stored on disk packs. If your system includes 2311 
disk storage drives, then you can create sets of data that two systems 
can share. 



14. The ability to communicate with the 1800 from remote devices 

The 1800/2790 data communication system was described briefly under 
"Communications" in Chapter 1. This system allows the 1800 to exchange 
information with operators at special input/output devices. 
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jyiPX allows you to determine the nature of these exchanges by defining 
transactions. A transaction is a set of steps in which an operator may 
send information to the 1800, the 1800 may send information to him, and 
the 1800 may store the information it receives. Following the 
collection and storing of a predetermined amount of data, you will 
probably want to execute another program which will analyze the 
collected data. MPX allows you to do this by automatically setting an 
interrupt. You must specify the program to be executed and the amount 
of data to be collected before the interrupt occurs. Thus the data 
collected from the remote stations can be processed in any way you 
choose. 

Ft>r example, you might set up a transaction that allows individuals 
throughout a plant to order supplies from a central warehouse. An 
interrupt might occur after 100 orders had been received. The program 
servicing the interrupt might print a list of the orders and punch cards 
to be attached to the supplies before they are delivered. 

After you define your transactions and set up your system, MPX handles 
all transfer of data between the 1800 and the remote input/output 
devices. 



15. The ability to develop your own programming language or some 
instructions for the use of people at your installation 

You' 11 probably discover that there are some sequences of 
assembler -language instructions that you use over and over again. The 
^5acro Assembler allows you to condense each such sequence into a single 
instruction called a macro instruction. When the Macro Assembler 
encounters a macro instruction, it processes a prespecified sequence of 
assembler-language statements. 

In some cases, it may be possible for you to use macro instructions to 
create a programming language tailored to the needs of your application. 
By writing several macro instructions with descriptive names, such as 
ORDER, TEST, or FLOW, you might greatly simplify the programming effort 
at your installation. 



16. System recovery from errors when necessary; timely assistance 
in recovery from other errors 

In a real-time application, it is important that an error — either a 
programming mistake or a machine malfunction — affect system operation as 
little as possible. MPX contains error-handling procedures designed to 
keep the system running whenever possible. 

lyiany programming errors are detected before a program is actually 
executed. For example, the FORTRAN Compiler detects errors in the 
syntax of FORTRAN statements; DMP will detect an error if you. try to 
store a program in an area that is too small to hold the program. These 
pre-execution errors are detected by the Macro Assembler, the FORTRAN 
Compiler, the Builder, SUP, and DMP. Each of these programs causes an 
error message or code to be printed whenever it encounters an error. 
You can then use the error messages and codes to correct your program. 

Some programming errors don't come to light until a program is executed. 
A program might, for example, try to write in an area of disk storage 
that has been reserved for some other use. Errors that prevent 
successful completion of an I/O operation are detected by a program 
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called Error Alert Control (EAC) . EAC also responds to machine 
malfunctions. If overall system operation is threatened by the error, 
EAC notifies you with a message and carries out recovery procedures. It 
may restart the program that was executing when the error occurred; it 
may reload the entire system (Executive and SPARs) from disk; or it may 
terminate execution of the program that was executing when the error 
occurred. If the error doesn't affect overall system operation, EAC 
notifies you with a message. If the error has prevented successful 
completion of an input/output operation, a code is stored at a specified 
main-storage location. This code indicates the nature of the error. 

When you build a coreload, you specify the kinds of recovery procedures 
to be carried out. Retrying an unsuccessful operation is often 
sufficient, because an error may be due to a temporary condition. You 
also have the options available to the system: terminate execution of 
the coreload, restart the coreload, or reload the system. 

Various other features of MPX help you in isolating errors. You can 
have the system print (or "dump") the contents of an area of disk or 
main storage. The system can also trace a set of main-storage 
locations, recording all changes to the values in those locations. 
Tables and logs of many of the errors that occur, whether or not the 
errors are corrected, are maintained. Diagnostic programs available to 
the IBM customer engineer allow him to diagnose malfunctions of hardware 
units without taking them off the system. 



17. Protection of programs and data areas 

Various parts of MPX help you protect your programs and data from 
programming errors and from interference by unauthorized users. 

You may want to protect an area of main storage so that no program can 
write in it. An MPX subroutine (STORP) allows you to do this. Areas 
used by the system are automatically protected in this way. The first 
and last two words of each partition are also protected in this way, to 
keep a program from overlapping the border of the partition in which it 
is being executed. 

Programs are protected from errors in other programs by the recovery 

tecnniques described under heading 16. An error that causes execution 

of one program to be terminated or restarted doesn't affect the 
execution of other programs. 

When you're using the Disk Management Program to reserve space on a 1316 
disk pack, delete information from a 1316, or copy a 1316, you can use a 
system of label checking provided by MPX to make sure you're operating 
on the correct disk pack before carrying out the operation. 

Various checks are built into the programming support for the 1800/2790 
system to prevent operators from entering incorrect or unauthorized 
data. when you set up yoiir transactions, you can specify that data 
entered is to be checked in various ways; for example, you may require 
that a data entry contain only numeric characters. You can also specify 
tl-iat the system is to check the identity of the person entering the 
data, in any of several ways, before accepting it. 

The 18 00 may have communications adapters set up so that it is possible 
to establish a connection witn the 1800 by dialing a telephone. In this 
case, a system of identification sequences allows the 1800 to check the 
identity of another computer before carrying out any exchange of data. 
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18. The ability to leave out parts of the system that you don't need 

Most 1800 installations don't require all the resources of MPX. You 
might not, for example, plan to do any communications with other 
computers; you might not plan to use a plotter; or you might not use any 
SPAR coreloads. So that you can include only the resources you require, 
the operating system consists of a set of independent programs. These 
programs can be arranged and linked together in many combinations to 
form operating systems tailored to the needs of different applications. 
Thus you don't have to pay, in main storage or execution time, for 
functions you're not interested in. 

Your operating system isn't arranged before delivery. Instead, you 
receive copies, on disk, of all the programs you can include in your MPX 
system. During the system generation process, you construct the kind of 
operating system you need. 



19. The ability to grow without disruption 

As your needs change, you might want to add some of the optional 
features of the 1800 system. For example, you might want the 1800 to 
start controlling two processes instead of one. You might want to add 
magnetic tape units to your system, or you might want to establish a 
communications system with other computers. 

It's important that system growth not be disruptive. MPX is designed so 
that new features can be added with a minimum of lost time and 
reprogramming . 

One reason MPX can do this is the construction of the system, which was 
discussed under heading 18. The system is a set of independent 
programs. You can add one or replace one in a new system generation 
without changing the operation of the rest of the system. 

Another way the operating system helps ensure growth without disruption 
is by adherence to standard methods of programming. These standards are 
used by all the MPX programs, and you can use them in your programs. 
These include data formats, ways of linking programs, and ways of 
communicating between programs. These standards help ensure that your 
programs are compatible with all the MPX programs, no matter what system 
configuration you choose in the future. They're described in the MPX 
Programmer's Guide, Order Number GC26-3720. 
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Chapter 3: How MPX is Organized 



You can define two kinds of MPX systeins : one is a real-time system, 
which can respond to real-time events and, if you wish, can also do 
background processing. The other is a batch-processing system, which 
has no real-time capabilities. A batch-processing system executes 
programs one after the other as they are entered into the 1800. It can 
do only the kinds of work that a real-time system handles as background 
processing. 

A real-time system is controlled by a set of programs called the 
Executive, as discussed in Chapteirs 1 and 2. A batch- processing system 
is controlled by a set of programs called the Basic Operating Monitor 
(BOM). Either the Executive or BOM, whichever is controlling the 
system, must be in main storage at all times. 

You receive BOM on disk as part of your original MPX system. If you' re 
defining a real-time system, you use BOM to supervise the building of 
the Executive. Many of the programs from BOM are incorporated into the 
Executive. 



How BOM is Organized 

The layout of BOM is shown in Figure 7. As you can see from the figure, 
BOM begins at address in main storage. It is divided into two main 
parts, the Executive I/O and the BOM program set. 



EXECUTIVE I/O 

These are the main parts of t^ie Executive I/O part of BOM: 

1. Fixed Area — an area that MPX system programs use to communicate with 
each other. 

2. Trap Area — an area used to preserve, or "trap," the contents of a 
main-storage area for use in error diagnosis. 

3. INSKEL COMMON--an area used for communications among your programs. 

4. Device tables — a table of information about each input/output device 
that's part of the system. 



How MPX is Organized 27 



b. Input/output control subroutines and shared subroutines — 

Input/output control subroutines for the devices that MPX itself 
uses (the 1053 printer and the disk drives), and subroutines that 
are shared by all coreloads and system programs. This area can also 
contain control subroutines for other devices, if you choose to put 
them here. 

6. Error Alert Control (EAC, described in Chapter 2). 

7. BOM utility programs — Programs that carry out reloads, dumps, and 
traces (described in Chapter 2) . 
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Figure 7. The Basic Operating Monitor 



BOM PROGRAM SET 



The BOM program set consists of the following programs: 

1. CARDN — the input/output control subroutine for the 1442 card read 
punch . 
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2. Master Interrupt Control (MIC, discusseii in Chapter 2). 

3. Conversion subroutines — programs that convert between card and 
main-storage representations of data. 

4. BOM Director — a program that initiates BOM and directs the operation 
of the absolute loader and the load monitor. 

5. Absolute Loader--a program that allows you to load machine-language 
programs from cards into main storage for execution, and to store 
programs and data on disk. 

6. Load Monitor — a program that initializes a batch-processing MPX 
system for execution. 



How the Executive is Organized 



During system generation, while your system is under control of BOM, you 
can build an Executive to supervise operation of a real-time system. 
The layout of the Executive is shown in Figure 8 . 



Address 



Executive I/O 



Executive Director 



User Programs 



Figure 8. The Executive 

The Executive I/O area is identical to its BOM counterpart. 

The Executive Director contains four programs that were discussed in 
Chapter 2: MIC, ITC, PSC, and TSC. It also contains the level work 
areas (also described in Chapter 2) and various system tables. 

After the Executive Director can come any of your programs that you have 
elected to include in the Executive. 



How Main Storage is Organized 

In a batch-processing MPX system, main storage is divided into two 
parts, BOM and VCORE. BOM contains the control programs that must be in 
main storage at all times, and VCORE is the partition where all other 
programs are executed, including programs that you write, and some of 
the MPX programs, such as the FORTRAN Compiler. 

In a real-time MPX system, main storage is divided into three parts: 

• The Executive, which contains the control programs that must be in 
main storage at all times. 

• Some number of partitions (from to 23) where programs are executed 
in response to interrupts. 
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• VCORE, the background partition. 



Figure 9 shows main-storage layouts for real-time and batch-processing 
MPX systems. 
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Figure 9. Real-Time and Batch-Processing MPX Systems 



How the Batch-Processing Monitor is Organized 

The Batch-Processing Monitor (BPMON) contains the MPX programs that are 
executed as background jobs. The Batch-Processing Monitor Supervisor 
controls the transition between different background jobs, including 
programs you write and the other programs that are part of BPMON. 

The BPMON programs are shown in Figure 10. Their functions were 
discussed in Chapter 2. All the BPMON programs reside on disk, and are 
read into VCORE when they are to be executed. 
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Figure 10. The Batch-Processing Monitor 



How the System Residence Disk is Organized 

Copies of all programs defined for an MPX system, together with storage 
areas and tables used for special purposes, must be kept together at all 
times on part of a disk. This disk is called the system residence disk. 

The layout of the system residence disk area is shown in Figure 11. 



How MPX is Organized 31 



Low Address 


Batch- 
Processing 
Monitor 




LET/FLET 




User 
Area 




Batch- 
Processing 
Worl<ing 
Storage 




Nonprocess Save Area 




Message Buffer Area 




Process Working Storage 




Interrupt Save Area 




Core Image 
Area 




Special Save 
Area 




Executive Area 




Cold Start Program 


Figure 11. 


MPX System Residence 



The parts of the system residence area for a real-time System are: 

1. The Batch-Processing Monitor (already discussed in Chapters 2 and 
3), 

2. LET/FLET — the Location Equivalence Table and the Fixed Location 
Equivalence Table; tables used to keep track of all the programs and 
subroutines stored on a disk. 

3. User Area — programs that can be executed in different places in main 
storage and that can be stored in different places on disk. These 
include the MPX subroutine library and your programs that have not 
yet been built into coreloads. 

4. Batch-Processing Working Storage--an area used for temporary storage 
of data during the execution of background-processing or 
batch-processing jobs. 

5. Nonprocess Save Area- -an area used to save the contents of VCORE 
when a background program is suspended so that a coreload with a 
higher priority than that of BPMON can be executed in VCORE on the 
basic level. 
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6. Message Buffer Area — an area used to hold messages before they are 
printed. 

7. Process Working Storage--an area used for temporary data storage 
during the execution of real-time programs. 

8. Interrupt Save Area — an area that you can use to save the contents 
of VCORE when an interrupt to be serviced in VCORE on the level of 
the interrupt occurs. 

9. Core- Image Area — programs that can be executed in only one place in 
main storage, and that are assigned to one fixed disk location. 
They can be accessed faster than relocatable programs, because their 
permanent address can be kept in the calling program. 

10. Special Save Area — an area used when a CALL SPECL statement is used. 
For information on CALL SPECL, see the MPX Programmer's Guide, Order 
Numoer GC26-3720. 

11. A copy of the Executive. 

12. The Cold Start Program, which loads the Executive into main storage 
and turns control over to it. 



How a Coreload is Organized 



The organization of an MPX coreload is shown in Figure 12. The area 
labeled COMMON is an area that can be used by all coreloads executing in 
the same partition to communicate with each other. Restrictions on the 
use of this kind of COMMON were discussed under heading 7 in Chapter 2. 
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Figure 12. A Coreload 
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Glossary-Index 



ftbsoxute Loader 29 
Accessibility of Programs 9, 10 
in the Executive, 22 
in SPAR coreloads, 15 
tvlRi'i 17 . The input/output control 

subroutine for random analog input. 
AISH, AISQH 17. The input/output control 
subroutine for sequential analog 
input . 
Assembler Language 6-8,24. A symbolic 
programn'.ing language. 
See also Macro Assembler. 

Background Processing 2-3,15. The 

sequential execution of programs, 
usually scientific and data-processing 
in nature, done in VCORE during the 
time not needed for real-time tasks. 

Batch-Processing Working storage, 32 

Nonprocess Save Ajrea, 3 2 

in a real-time system, 27 
Basic Level 13. The level on which some 
programs, including 

background-processing programs, are 
executed. This level is lower in 
precedence than any interrupt level. 

background processing, 15 

real-time prograjns, 15 
Basic Operating Monitor (BOM) 27-29. The 
set of programs and subroutines that 
direct the operation of a 
batch-processing MPX system. 
Batch- Processing Monitor (BPMON) 15,16. A 
set of programs that carry out 
batch-processing and 

background-processing operations; the 
Supervisor, FORTRAN Compiler, Macro 
Assembler, Builder, and Disk 
Management Program. 

error detection, 25 

location, 32 

organization, 30-31 
Batch- Processing Monitor Supervisor 

(SUP) 15,30. A program that directs 
all batch-processing and 
background -processing operations. 
Batcn-Processing System 27. An MPX system 
that has no real-tiijie capabilities. 

main-storage organization, 29-30 
Batch- Processing Working Storage 

(BPWS) 32. The disk area that can be 
used for temporary data storage by 
batch-processing or 
background-processing programs. 
BDWAP 

See BOM Disk Write Addresses Program. 
Binary Synchronous Communications 
(BSC) 23. A set of control 
procedures for data communications. 



used by the 1800 communications 
adapter and other communications 
devices. 
BOM 

See Basic Operating Monitor. 
BOM Director 29 
BOM Disk Write Addresses Program 

(BDWAP) 21 
BOM Program Set 28-29 
BOM Utility Programs 28 
BPMON 

See Batch-Processing Monitor. 
BSC 

See Binary Synchronous Communications. 
BSCIO 17. The input/output control 

subroutine for the communications 
adapter. 
Builder, The program that is used to build 
an Executive or a coreload. 
building coreloads, 9,23 
location, 15 
BULKN 17. The input/output control 

subroutine for the 1810 disk storage 
unit and for mapped 1810 drives. 

CA 

See Communications Adapter. 
CARDN 17,28. The input/output control 
subroutine for the 1442 card read 
punch. 
Central Processing Unit (CPU) 7. The unit 
of the 1800 that contains circuits 
that control the interpretation and 
execution of instructions, 
using overlapped with I/O, 11,16 
Cold Start Program 33. The program that 
loads the Executive or BOM into main 
storage, and gives control to a 
specified program. 
COMMON 16,33. A main- storage area, either 
in a partition or in the Executive, 
that user programs can use to 
communicate with each other. 
See also INSKEL COMMON. 
Communications 

See also Communications Adapter, Data 

Communication System, 1800/2790. 
with computers and terminals, 3,23 
with individuals, 3,24 
between programs, 16 
Communications Adapter (CA) 3,23. An 
adapter that permits the 1800 to 
communicate with other computers and 
terminals over telephone lines. 
See also BSCIO. 
identification sequences, 26 
Control Statement 7,9. A statement that 
provides instructions to some part of 
the Batch-Processing Monitor. 
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Conversion Sxobroutines 29 

Core -Image Area 33. The disk area where 

coreloads and data files reside. 
Coreload 9-10. An executable program or 

program portion (link) , stored on disk 
and loaded into a partition for 
execution. 
See also SPAR Coreload. 
on basic level, 15 
communications between, 16 
error handling, 25 
location of input/output control 

subroutines, 18 
organization, 33 
queueing, 16 
subroutines, 23 
Core Storage 

See Main Storage. 
CPU 

See Central Processing Unit. 



DAOP 17 . The input/output control 

subroutine for digital and analog 
output. 
Data Acquisition 1-2. The collection, at 
its source, of physically generated 
data for control and/or evaluation, 
speed, 10 
Data Communication System, 1800/2790 3,2U 
Data Processing Input 2-3. Input to the 
180 from data-processing input 
devices, such as a card reader. 
See also Input/Output Devices. 
Data Processing Output 3. Output from the 
1800 to data-processing output 
devices, such as a printer. 
See also Input/Output Devices. 
Device Table 27. A table of information 
about an input/output device attached 
to the 1800. 
Diagnostic Programs 25 
DIEXP 17. An input/output control 

subroutine for digital input. 
DINP 17. An input/output control 
subroutine for digital input. 
Disk Management Program (DMP) , A group of 
disk utility and maintenance programs 
that operate under control of the 
Batch-Processing Monitor Supervisor, 
copying disk, 21,25 
deleting data, 21,25 
error detection, 24 
location, 15 

reserving disk space, 21, 25 
storing coreloads, 9,21 
Disk Pack Initialization Program (DPIP) 21 
DMP 

See Disk Management Program. 
DPIP 

See Disk Pack Initialization Program, 
Dump 25,28. To copy data from storage to 
an output device or to another part of 
storage; also, the copy so obtained. 



EAC 

See Error Alert Control. 
Error Alert Control (EAC) 25,27. A set of, 
subroutines that analyze and report 
certain kinds of errors. 
Error Handling 24-25 
Execution, The carrying out of an 

instruction or the performance of a 
program. 
Executive 19,27. The set of programs and 
subroutines that directs the operation 
of a real-time MPX system, 
cold start, 33 
on disk, 33 

input/output control subroutines 18 
INSKEL COMMON, 16 
location, 10 
organization, 29 
residence of programs, 15 
Executive Director 29. The section of the 
Executive that contains Master 
Interrupt Control, Interval Timer 
Control, Program Sequence Control, 
Time Sharing Control, level work 
areas, and system tables. 
Executive I/O 27-29. The section of the 
Executive or BOM that contains the 
Fixed Area, the Trap Area, INSKEL 
COMMON, all information for I/O 
control. Error Alert Control, and the 
BOM utility programs. 

FILEN 17. The 2311 input/ output control 

subroutine. 
Fixed Area 27. The area in the Executive 
that MPX system programs use to 
communicate with each other while in 
execution. 
Fixed Location Equivalence Table 

(FLET) 32. The table that contains 
information about the contents, other 
than those described in LET, of a 
particular 1810 drive. 
FLET 

See Fixed Location Equivalence Table. 
FORTRAil 6-8. FORmula TRANslating system; 
a procedure-oriented programming 
language. 
See also FORTRAN Compiler, 
errors, 24 
FORTRAN Compiler 6-8. The program that 
generates a machine-language program 
from a FORTRAN-written program. 
error detection, 24-25 
execution in VCORE, 10 
location, 15 
production of machine language, 9 

I/O, Input/Output 

Identification Sequence 26. A sequence of 

characters used by one station on a 

communications line to identify itself 

to another station. 
Input/Output Control Subroutine 16-17, 28| 

A program that queues requests for u5k 
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of an input/output device, starts 
operation of the device, and services 
interrupts from the device. 
Input/ Output Devices 
error handling, 2 5 
interrupts, 12 
no response situations, 23 
overlapped with processing, 11,16 
required, 18 
supported, 18-21 
use, 16-21 
INSKEL COMMON 16,27. The area in the 

Executive that user coreloads can use 
to communicate with each other. 
Interrupt 12-15. The recognition by the 
1800 of an event that alters the 
sequence of program execution by 
causing execution of a specific 
program. 
See also Interrupt Level, Interrupt Save 

Area, 
of reentrant subroutines, 22 
Interrupt Level 13-14. One of up to 2*4 

categories to which interrupts can be 
assigned to specify their relative 
importance in being recognized and 
serviced. 
Interrupt Save Area 33. A disk area in 

which the contents of VCORE are saved 
when an interrupt occurs that causes a 
program to be executed on the; level of 
the interrupt. 
Interval Timer Control (ITC) 23,29. The 
program that services all interrupts 
from timers. 
ITC 

See Interval Timer Control. 



Label Checking 2 5 

Language Translator 6-8 

See also FORTRAi^i Compiler, Macro 
Assembler. 

LET 

See Location Equivalence Table. 

Level 

See Interrupt Level, Basic Level. 

Level Work Area 22,29. An area in the 
executive used to store information 
about an interrupt level or the basic 
level; also used to store intermediate 
results of a reentrant subroutine so 
that it can be interrupted in 
execution and later reentered. 

Library, Subroutine 23 

Loader, Absolute 29 

Load Monitor 29 

Location Equivalence Table (LET) 32. The 
table that contains information about 
the contents of the Batch-Processing 
Monitor, the User Area, and 
Batch-Processing Working Storage of a 
particular 1810 drive. 

LSPAR 15 

L3PCL 15 



Machine Language 6-8. A language that can 
be used directly by the 1800 without 
translation, 
in coreloads, 9,1C 
Macro Assembler 6-8,24. The program that 
generates a machine-language program 
from an assembler-language program, 
error detection, 2U 
execution in VCORE, 10 
location, 15 

production of machine language, 9 
Macro Instruction 7-8,24. A source 
program statement that, when 
encountered by the Macro Assembler, 
caus'es a predefined sequence of 
statements to be assembled. 
MAGT 17. The input/output control 

subroutine for the 2401 and 2402 
magnetic tape units. 
Main Storage 7 
BOM, 27 
coreloads, 9 
Executive, 8, 27 
organization, 29-30 
programmed timers, 23 
residence of programs, 10,15 
sections, 10-11 
Manufacturing Applications 2 
Master Interrupt Control (MIC) 14,28. The 
program that passes control to the 
appropriate intem:^t- servicing 
program whenever an external, 
input/ output, or progranmied interrupt 
occurs. 
- location, 29 
Message Buffer Area 32. The disk area 

used to hold messages before they are 
printed on a 1053 or 1816 printer. 
MIC 

See Master Interrupt Control. 
MPX 

See Multiprogramming Executive Operating 
System. 
Multiprogramming 10-12- A technique for 
executing numerous programs 
simultaneously in a single CPU by 
means of an interweavinq process. 
Multiprogramming Executive (MPX) 

Operating System, An operating 
system tor the 1800 that can control 
processes and provide multiprogramming 
and background processing, 
background processing, 15 
communications, 23-24 
error handling, 24-25 
growth, 26 

input/output control, 16-21 
interrupt handling, 12-15 
multiprogramming, 10-12 
organization, 10-11,26-33 
protection of programs and data, 25-26 
use of time, 15-16 

No-Response Subroutine 23. A subroutine 
within Interval Timer Control, 
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executed at a specified time interval, 
that determines whether any expected 
interrupts have not been received. 
Nonprocess Save Area 32. The disk area 

where the contents of VCORE are saved 
when a background-processing program 
is interrupted by a program queued to 
the basic level with a higher priority 
tlian that of the Batch-Processing 
Monitor. 

Optimization Program 2 
Organization 

of the Basic Operating Monitor, 27-29 

of the Batch-Processing Monitor, 30-31 

of a coreload, 33 

of the Executive, 2 9 

of main storage, 29-30 

of MPX, 27-33 

of the system residence disk, 31-33 

PAPTl^ 17. The input/ out put control 

subroutine for the 1054 paper tape 
reader and the 1055 paper tape punch. 
Partition 10-11. One of the sections (1 
to 24) of main storage in which 
coreloads can be executed. 
in a batch-processing system, 29 
COtMON, 16 

protection of boundaries, 25 
SPAR coreloads, 15 
in a real-time system, 29-30 
PLOTX 17. The input /output control 
subroutine for the 1627 plotter. 
Priority 14. A number assigned to a 

coreload queued to be executed on a 
level. It specifies the precedence of 
the coreload within the queue, 
background processing, 15 
basic level, 15 
PRNTiJ 17. The input/output control 
subroutine for the 1443 printer. 
Process, A device or set of devices 
monitored or controlled by a 
processor-controller . 
See also Process Control. 
Process Control 2. The collection and 
analysis of data that describes the 
behavior of a continuous process, 
together with corrective action in the 
form of instructions to an operator or 
direct physical changes to the 
process, 
speed, 10 
Process Input 2. Input to the 1800 from 
devices that respond to real-time 
events, such as an analog input 
device. 
Process Output 2. Output from the 1800 to 
devices that control real-time events, 
such as a digital output device. 
Process Working Storage 33. The 

user- defined disk area that can be 
used for temporary data storage by 
process coreloads . 



Process or- Controller 7. The unit that 

contains the central processing unit, 
main storage, the circuitry and 
controls necessary for attachement o 
process I/O, and the logic necessary 
to provide real-time system 
capabilities. 

Program Sequence Control (PSC) 9,15. The 
program that schedules the execution 
of programs requested by sources other 
than interrupts, 
location 29 

Protection 

of programs and data areas, 25-26 

PSC 

See Program Sequence Control. 

Queue 14,16. A waiting list for the use 
of some system resource, such as the 
CPU or an I/O device. 

Real-Time System 27, A system in which 
computation is carried out during or 
immediately following the actual time 
in which the related physical process 
takes place, so that the results of 
the guiding computation may be used in 
the physical process. The time 
element involved is generally 
considered to be in the subsecond 
range, 
applications, 1-2 
functions, 1 

interrupt handling, 12-15 
main-storage organization, 29-30 
response time, 10-12 
Reentrant Subroutine 22. A subroutine 

that can be used concurrently by two 
or more programs. 
Reload 25,28 

Response to real-time events 10-12 
Restart 25 
Retry 25 



Save Area 

See Interrupt Save Area, 
Area. 
SPAR Coreload 9-10,15. A 
upon being placed in m 
remains there until th 
it. It is used as an 
Executive. 
Special Save Area 32. Ad 
the contents of VCORE 
CALL SPECL is executed. 
Standards, Programming 26 
STORP 25 
Subroutine 9 
conversion, 29 
Executive, 22 

input/output control, 16-17,28 
library, 23,32 
reentrant, 22 
SPAR coreload, 9 



Wonprocess Save 

coreload that, 
a in storage, 
e user replaces 
extension of the 

isk area where 
are saved when a 
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SUP 

See Batch-Processing Monitor Supervisor. 
Supervisor 

See Batch-Processing Monitor Supervisor. 
ystem/360 3 
System Generation 9,26. The process 
during which the capabilities, 
contents, an.i organization of a 
particular MPX system are defined and 
established, 
building the Executive, 29 
changing the Executive, 10,15 
System Residence Disk 31-33. A disk pack 
or cartridge containing copies of all 
programs defined for an MPX system, 
together with storage areas and 
tables. 



Time-Sharing Control (TSC) 15,29. The 
program that schedules the use of 
VCORE by programs executed on the 
basic level. 

Timer 22-23. A clocking device that 

generates an interrupt each time a 
specified time interval elapses. 

Tracing 2 5,28 

Transaction 24,25. A user-defined 

sequence in which data is collected 
from 1800/2790 input aevices, checked, 
and routed to output files. 

Trap Area 27. The area of the £,xecutive 
used to preserve the contents of a 
main-storage area for use in error 
diagnosis. 



TSC 

See Time -Sharing Control. 

TYPEN 17. The input/output control 
subroutine for the 1816 printer 
keyboard and the 1053 printer (also 
called WRTYN) . 

User Area 32. The disk area in which 

relocatable programs are stored. 
Utility Programs 28 

VCORE 10-11. The partition of main 
storage in which background- 
processing programs must be executed, 
and other kinds of prog rams can be 
executed. 

background processing, 15 

in a batch-processing system, 29 

in a real-time system, 30 

scheduling of use, 15 

Working Storage 

See Batch- Processing Working Storage, 
Process Working Storage. 
WRTYN 17. The input/output control 
subroutine for the 1816 printer 
keyboard and the 1053 printer (also 
called TYPFN) . 

27 90 Input/Output Control Subroutine 17. 
The input/output control subroutine 
for the 2791 and 2793 area station, 
the 2795 and 2796 data entry units, 
and 1035 badge readers and 1053 
printers attached to area stations. 
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IBM 1800 Multiprogramming Executive Operating System 
Introduction 




This manual is an introduction to the IBM 1800 Multiprogramming 
Executive (MPX) Operating System. Intended for new and pros- 
pective 1800 installation managers, programmers, and operators, 
it assumes only a knowledge of a few process-control and 
data-processing terms. 

Topics discussed are: what the 1800 .system is used for, what 
some of its capabilities and features are, what one might 
need from an operating system, what MPX does about these 
needs, and how MPX is organized. 

An appendix describes the general characteristics of 
the pulse count and external alarm features for the 
1800/2790 Data Communication System. It is assumed that 
the reader has a general understanding of the 2790 system 
as described in the 1800/2790 Data Communication System 
Programming manual, Order Number GC26-3732. The features 
described in this appendix have been announced but not 
yet released. 
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assembler language, but it might also require more computer time and 
more storage space. 

You can decrease the lengtn of your assembler-language programs by 
defining macro instructions. A macro instruction is an instruction that 
is written like an assembler-language statement. When the Macro 
Assembler encounters a macro instruction, it processes a sequence of 
assembler-language statements that you have specified. You need to 
specify such a sequence only once. After that, you can specify that the 
sequence is to be processed by issuing the macro instruction. 

The definition and use of a sample macro instruction are shown in Figure 
2. Once the macro definition has been stored, issuing the macro 
instruction would have the same effect as issuing the FORTRAN statement 
or the sequence of assembler-language statements also shown in Figure 2. 

After a program has been written and assembled or compiled, you may want 
to run (execute) it immediately, store it for future execution, or both. 

Programs are executed by a machine unit called a processor- 
controller. This unit includes a central processing unit (CPU) , which 
carries out aritnmetic and logical operations, and main (core) storage, 
where programs are executed. 

There normally isn't room in main storage for all your programs to be 
there all the time. Most programs are stored in disk storage and then 
read into main storage when they are to be executed. 

MPX allows you to manage storage and execution of your programs in 
several different ways. /ou tell the system to store and execute 
programs by issuing control statements that activate various programs 
within MFX. 
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FORTRAN Statement 
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Assembler- Language Statements 
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Macro Definition 
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Macro Instruction 

Figure 2. FORTRAN, Asseitbler-Language, and Machine- Language Statements 
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Every real-time MPX system must include the Executive and at least one 
partition. The number and size of other partitions depend on your 
need s . 

Multiprogramming allows programs to be executed faster--and thus 
provides faster response to real-time events--by letting different 
programs use different resources of the system at the same time. 

Any program, at any given time, requires only a fraction of the total 
resources of the system. For example, while a program is using the 
central processing unit to do addition or subtraction, it isn't using a 
printer; while a program is using a disk drive, it isn't using the CPU. 
Under MPX, different programs can use the CPU, printers, and disk 
drives, as well as other input/output devices at the same time, thus 
shortening the execution times of some or all of the programs. 

Let's look at an example of the advantages of multiprogramming. Suppose 
programs A, B, and C are being executed in a system without 
multiprogramming. Program A reads some information from disk, operates 
on it, and prints out a report. Program B performs some computation, 
prints a message, performs some more computation, and writes the result 
on disk. Program C performs some computation, reads some information 
from disk, performs some more computation, and writes the result on 
disk. 

Figure 3 illustrates the sequence in which various operations would be 
performed when the three programs are executed one after the other. 
Notice that while any one part of the system, such as a disk drive, is 
being used, the other parts, such as the CPU, are idle. 



Program A 



Program B 



Program C 





Time 



Disk Time 



CPU Time 



Printer Time 



Figure 3. Sequential Execution of Programs 

Figure 4 shows the sequence in which the same functions might be carried 
out under MPX. Note that the three resources involved (CPU, disk drive, 
printer) are in some cases all used at the same time. Note also that 
Program A is completed just as soon, and Programs B ani C are completed 
sooner, than they were in the system without multiprogramming. 
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Fig are U. Concurrent Execution of Programs 



Il'1Tj::iXRUPTS 



In order that MPX respond to a real-time event, it must have some way of 
knowing that the event has taken place. To accomplish this, each 1800 
can be connected so that physical events cause interrupts. An interrupt 
is the recoynition of an event that alters tne sequence of program 
execution by causing execution of a specific program. When you set up 
your system, you specify which program is to be executed in response to 
each interrupt. The program is said to service the interrupt. 

Wien the interrupt occurs, a physical indicator is set. The 1800 uses 
the indicator to determine the source of the interrupt. Then MPX 
executes the program that has been specified to service that interrupt. 

Interrupts can, as we've said, be caused by real-time events. For 
example, if an 1800 were controlling the testing of resistors as they 
were manufactured, an interrupt might be generated every time the 
testing mechanism finished testing a good resistor. A different 
interrupt would ne generated when the resistor being tested was found to 
be defective. Different programs would be executed to service the two 
interrupts. In an actual process, the two programs might cause the 
resistors to be moved to different locations. 

An interrupt is also generated each time an input/output device finishes 
an operation. Programs within MPX are executed in response to those 
interrupts. Interrupts can also be generated by programs. For example, 
in the resistor-testing application described above, an interrupt was 
generated when a defective resistor was encountered. The program 
executed in response to that interrupt might move the defective resistor 
to a specified spot, update some stored production data, and generate 
another interrupt. The program servicing this second interrupt could 
begin the testing of another resistor. 

I MPX can distinguish up to 744 different interrupts. The actual use of 
interrupts at your installation depends on your needs. 
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instructions in which you specify the location of the data to be 
transferred, where it's to be sent, how much data is to be transferred, 
and what's to be done when the transfer is complete. For example, a 
call to the input/output control subroutine for the card read punch 
might specify that the contents of one card in the card read punch are 
to be read into a specified location in main storage. A call to the 
input/output control subroutine for the 2311 disk storage drive might 
specify that 29 characters beginning at a certain location in main 
storage are to be copied onto a disk pack, beginning at a certain 
location on the disk pack. 

The following MPX input/output control subroutines control 
data-processing I/O devices: 

• BULKN — handles output to and input from the 1810 disk storage unit and 
sections of 2311 disk storage drives that are treated like 1810s. 

• CARDN--handles the reading and punching of cards on the 1U4 2 card read 
punch. 

• FILEN — handles input to and output from the 2311 disk storage drive. 

• MAGT — handles input to and output from the 2401 and 2402 magnetic tape 
units. 

• PAPTN — handles input from the 1054 paper tape reader and output to the 
1055 paper tape punch. 

• PLOTX — handles output to the 1627 plotter. 

• PRNTN--handles printing and line control on the 1443 printer. 

• TYPEN, WRTYN — handles input from the 1816 printer keyboard and output 
to the 1816 and the 105 3 printer. (TYPEN and WRTYN are two names for 
the same subroutine. ) 

The following input/output control subroutines control process I/O 
devices : 

• AlRN--handles input of data to main storage from a random set of 
analog input points. 

• AISN, AISQN--handles input of data to main storage from a sequential 
set of analog input points. (AISN and AISyN are two names for the 
same subroutine.) 

• DA0P--han31es output to digital and analog output devices. 

• DIEXP — handles reading of a group of digital input points and storing 
of the values in a special format. 

• DINP--handles reading and cnecking of several groups of digital input 
points , 

The following input/output control subroutines control communications 
I/O devices: 

• BSCIO — handles input from and output to the computers and terminals 
attached to the 1800 by the communications adapter. 

• 27 90 Input/Output Control Subroutine — handles input from the 2791 and 
2793 area stations, 2795 and 2796 data entry units, and 1035 badge 
readers, and output to the 2791 area stations and 1053 printers 
attached to area stations. 

What MPX Does For You 17 
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To run MPX, you must have at least one 1442 card read punch, one 1053 
printer, and one disk drive (2311 or 1810 Model A). If you don't have 
2311s, then the 2790 system requires an 1810 Model A2 or B2. The 1053 
printer and the disk drive are used by some of the MPX system programs, 
so the input/output control subroutines for those devices must be in the 
Executive. You can put CARDN in the Executive or a coreload. 

Of the input/output control subroutines for other devices, you need to 
include only those for devices you are using in your system. Any of 
these other input/output control subroutines, except PRNTN, can 
be put in either the Executive or a coreload. If PRNTN is included 
in the system, it must be placed in the Executive. 
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Table 1 . 



Minimum and Maximum Machine Configurations 



Device 


Number in Maximum System 


Number in Minimum System 


2311 Disk Storage Drive 


8 


1 


1810 Disk Storage Unit 


KModel A3or B3) 


or . 

KModel A1 or 81) 


1442 Card Read Punch 


2 


1 


1816 Printer Keyboard 






1053 Printer 


(including up to two 1816s) 


1 


1443 Printer 


1 





1627 Plotter 


1 





1054 Paper Tape Reader 


1 





1055 Paper Tape Punch 


1 





2401/2402 {Magnetic Tape Unit 


2 





Communications Line Adapter 


8 





2790 Loop Adapter 


2 






Table 2. Maximum 2790 Loop Configuration 



Device 



2791 Area Station 
or 



2793 Area Station 



2795 Data Entry Unit 



2796 Data Entry Unit 



1035 Badge Reader 



1053 Printer 



Number In Maximum Loop 



100 



32 per 2791 Model 1 
— or 2793 area station; 
maximum of 1024 



User-Supplied Input Device 



300 (3 per 2791 Model 
1 area station) 



100(1 per 2791 Model 1 
or 2793 area station) 



100(1 per 2791 Model 1 
area station) 



DISK UTILIZATION PROGRAMS 



The Dxsk Pack Initialization Program (DPIP) , the BOM Disk Write 
Addresses Program (BDWAP) , and the Disk Management Program (DMP) are 
programs that give you further assistance in the use of disk storage. 

DPIP allows you to test a 1316 disk pack (used with 2311 disk storage 
drives) for defects and initialize it for use. BDWAP initializes a 2315 
disk cartridge (used with 1810 disk storage units). By issuing control 
statements that activate parts of DMP, you can carry out such functions 
as storing programs and data on disk, deleting programs and data 
previously stored, copying disk packs and cartridges, and reserving disk 
space without actually storing anything. 
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9. Accessibility of subroutines that are used by many programs 

some subroutines may be used as part of the execution of many different 
Soarlms StS^ing a copy of such a subroutine with each coreload that 
S^elir^ould require extensive disk space. The partitions where the 
Sriliads are executed would also have to oe large enough to accommodate 
the subroutine along with the rest of the coreload. You can save space 
by placing such subroutines in the Executive. Tnen they can be accessea 
by a program executing in any partition. 

10. The ability to interrupt a subroutine, use it, and then 
complete the interrupted execution properly 

If a program is being executed on an interrupt level, and a higher-level 
se?v?ciig the higher-level interrupt calls the same subroutine. 

i^:hir LnL:?er!:?^r 1 ?nLJ?upr:nrthr=^^orsLrSniri;er 

fev:f f iSerruptL'^^he input/output -ntrol subroutine BSCIO services 

all interrupts for both -°7"--^^;^°J^/?^eel ''commLfcatJois adapter 
"^^"'"'"UtLruor^rriLleJerfcomLnicationr^dapter occurs. The_ 
when an ^^^errupt from the ieveii another execution of BSCIO is 

?Sf ro^irnlctjLSrS'i llTllLlMTJl^lnTll. t^rs. execution wo„ia 

have to be repeated. 

to orevent this kind of problem, MPX subroutines can be written to be 
T^JnTrlT Then.executiL of a -entrant sub .t..e on a g-e^^.^^ ^^^ 

interrupt level -^/"^"^Jf^^^.f^.^f area" and execution can later be 
resSLrarthf^int^Sherfit^ifs interrupt;d. There's a level work 
area for each interrupt level in the system. 

iai MPX system, subroutines that may be -^^i^\^^^ ^^^,'111,^ AZ"' 
are available in reentrant form. This "^^ns tney c 
different interrupt levels with no loss of partial ^^sults M^J^^ 
system -'^^routines are available in both reentrant ^^_^ ^^^^^^^^ ^^^ 

Sgri;e Sre^xecution'?!:! ?hartie^non?eentrant forms, .ou can choose 
the form that better meet!5 your needs. 

11. The ability to perforin some tasks on a timed basis 

Msume that your "?» '^"""""fliShirSf S pe.SrKtter'eJiry 
So SfoL^r^h'er. re%Io»Tf'Llt'iSf Se'^anuAutter e,ery t„o 
Snules? ana print an inventory report every t»o bouts. 

^mera built into the^l800 3y--"tbif °,errafe^s°:n'r„tSr'u?t''eiS "" 
?iri%rerillea\SS5arol tr^elapses! Three physical t^^^^^^ 

Si^Joif Ss^f K^rSsSf ?r^irr?o°L^rtf.?rlf tS-ti^e o^ a,y ana 
22 IBM 1800 MPX System Introduction 
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Appendix A. Pulse Count and External Alarm for 

1800/2790 Data Communication System 

The information in this appendix is to be used only as a plannina aid 
infor^^. ^ features described are not available Jt this ?ime? ?his ' 
information is sub:ect to modification between announcement aAd reJIase 

?oUuni:Son"iytLT ^"' ^^'^^ ^°""^ '^^^^^^^ °^ ^^^ ^«°°/"^° °-t' 

This appendix briefly describes the pulse count adapter for the 2793 area 
station the external alarm for the 2791/2793 area station, and MPX 
programming support to be provided for these features. 

Information describing the 2790 Data Coimnunication System units and MPX 
programming support is in the IBM 1800 MPX Operating Syst em. 1800/2790 
Data Communication System ProerFammina m^nn ^l': n^^^r- m^^ J Lk^^ nn-,c./n^. 
The descriptions in this appendix assume that the reader has a general 
understanding of the 2790 system as described in the above manual. 

Pulse Count 

The pulse count adapter permits the recording of events from up to 63 
mechanical contact closures (contact sense points). A pulse count 
adapter can be attached to each 2793 area station on the 2790 loop. 

Each counter can record from to 29,999 events and can be read, set to 
a value, or tested by use of the specific device address assigned to each 
contact sense point. 

A visual readout attachment can be located at the area station. This 
attachment will provide a means for displaying the value in each of the 
^H^^o^Qn^n''!^ counters. Operation of this attachment is independent of 
the 2790 Data Communication System. 



External Alarm 

The external alarm feature provides a means of alerting anyone in the 
vicinity of a 2791 Model 1 or 2793 Model 1 area station that a condition 
you have designated exists. The alarm can be a bell, light, or any 
device you provide that can be operated by the momentary closure of 
contacts. An area station having this feature must also have a 1053 
printer adapter. The alarm is activated by the receipt of the character 
for bell at the area station. 



Programming Support for Pulse Count 

The pulse count adapter for the 2793 area station is supported by the 
1800/2790 MPX Data Communication System operating under a real-time MPX 
operating system. 

The pulse count feature is supported by six new macro instructions and a 
subroutine. Four of the macro instructions are used to read the counters. 

Pulse Count and External Alarm 34.1 
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set them to values, and reset them to zero. The two remaining 
instructions will be used to test the status of pulse counters after a 
read, set, or reset has been performed. 

The PULSE subroutine reads the counters, sets them to a predetermined 
value, and resets the counters from a coreload other than the 2790 SPAR 
coreload. The PULSE subroutine can be called from a FORTRAN or assembler- 
language program. 



RE ADC MACRO INSTRUCTION 

This instruction reads from one to seven counters on loop 1 or 2 (m in 
the following example) . The counters to be read are specified in groups 
according to area station number (000-127, aaa in the following example) 
and the counter number (1-63, nn in the following example). Up to seven 
counter groups may be defined in one macro instruction. A group may 
range from one area station with seven counters to seven area stations 
with one counter each. 

The reset parameter, r, allows you to specify normal end (no reset), 
reset counter to zero, and reset on overflow condition (when counter 
exceeds 29,999). The r parameter can also be used to reset the count 
test bit. This bit is described under the RESET macro instruction. 

The format of READC is: 



Labi'l 
21 21 



_l 1_ 



Operation 
27 30 



R£^D 



Operands & Remarks 

50 55 




In a series of pulse count instructions, it will be necessary to specify 
the loop number and counter group parameters in only the first macro 
instruction. Subsequent pulse count instructions will pick up the loop 
numberf a?e; station, and counter numbers from the I/O buffer currently 
being processed. When parameters are omitted in the instructions, the 
commas that would normally precede omitted parameters must be shown. 

The loop number and area station number can also be omitted from the pulse 
count instructions. The required information will "^^taken from the 
279 3 area station which initiated the transaction. That 2793 must have 
the pulse count adapter. 



SETC MACRO INSTRUCTION 



This instruction sets the counters specified in the counter group 
(aaa,nn) on loop m to the value specified in parameter ^vvvv. Up to 
sJveA counter groups may be defined in each SETC instruction so long as 
the maximum of seven counters is not exceeded. 

The format of SETC is: 



21 



Label 



25 



Operation 
27 30 



S,ET,C 



J L 



35 



40 



45 



Operands & Remarks 

50 55 



60 



v^v,VyV,v ^,,m,,J^a^ a ya,.^n,n^)\ i i i i i i i i I I i 
I I I I I I I I I I I I I 



I I I 1 
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The loop number and counter group (s) or the loop number and area station 
number may be omitted under the same conditions as described for the 
READC instruction. 



PSETC MACRO INSTRUCTION 



This instruction sets the counter specified in the counter group (aaa,nn) 
to a value that is 30,000 less than the value specified in the vvvvv 
parameter. This method of setting up the counter takes advantage of the 
overflow transmission code that is generated by the area station when 
a counter value exceeds 29,999. 

Up to seven counter groups may be defined in each PSETC instruction so 
long as the maximum of seven counters is not exceeded. 



The format of PSETC is; 



21 



25 



I I 



Operation 
27 30 



P^S,ET 



_1 1 L. 



c 



35 



40 



45 



Operands & Remarks 

50 55 



I/. /.>^, I/, /i../77,.,rio,o.o,.. /?./?.;! . I 



J L 







I I 



J L 



I I 



60 



■■■ill' 



The loop number and the counter group or the loop number and area station 
number may be omitted under the same conditions as described for the READC 
instruction. 



RESET MACRO INSTRUCTION 



This instruction resets the counter specified in the area station group 
(aaa,nn) in a manner determined by the reset parameter, r. Up to seven 
counters may be specified in up to seven counter groups. The m parameter 
contains the loop number. 

This instruction resets the counter and/or the count test bit. A count 
test bit is associated with each counter. The counters are so designed 
that any time the counter is incremented the count test bit is turned 
on. This bit can therefore be used to determine whether a particular 
counter has been operating since the last time the bit was reset. 

The reset parameter determines how the counter and/or count test bit 
are reset. The options available include reset counter to zero, reset 
counter unconditionally, reset on overflow condition (when counter 
exceeds 29,999), and reset the count test bit. 

The format of RESET is: 



Label 
21 25 



Operation 
2 7 30 



f^.E,S,E 



35 



Operands & Remarks 

50 55 



r,,,m,,^(,a,a,a,,,n,nj, 



J 1 L 



I I 1 



60 



I I I I I I 



-1 1_ 



J L_J 1 I I I I I 



-L-L. 



1 I I I I 



The loop number and counter group (aaa,nn) or the loop number and the 
area station number may be omitted under the same conditions as described 
for the READC instruction. 
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TSTCC MACRO INSTRUCTION 



This instruction tests the condition code for each of the counters 
specified in the previous read, set, or reset operation. 

Each time a read, set, or reset operation is performed on the counters, 
a code is placed in a specific word for each counter. This code indicates 
successful completion of the set or reset operation, the status of the 
count test bit (on or off) , counter offline or area station bypassed, 
an overflow condition, and other error or status conditions. 

If the condition code specified in the TSTCC instruction is equal to the 
code for any counter being processed, a branch is made to the instruction 
"label" in the transaction control list. If none of the counters being 
tested has the condition code specified in this instruction, the next 
instruction in the transaction control list is executed. 

The format of TSTCC is: 



21 


Label 

25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


45 


Operands & Remarks 

50 55 


60 






r,s,r,c 


c 








/.a,b,e,/,,,c.c, 


1 1 1 


1 1 1 1 1 1 1 1 1 1 1 


Mil 


1 1 1 1 




i 1 , 










1 1 1 1 1 1 1 .X 


1 1 1 


. . 1 1 1 1 1 1 1 1 1 


1 1 1 1 



TSTNC MACRO INSTRUCTION 

This instruction is similar to TSTCC because the same codes are tested. 
If the completion code cc specified in this instruction is not equal to 
any of the codes examined, a branch is made to the instruction "label." 

This instruction also causes a branch to "label" if the data in the I/O 
buffer is not from a previous pulse count operation. 

The format of TSTNC is: 



Label 
21 25 



J I I 



Operation 
27 30 



r,s,r,/v 



35 



45 



Operands & Remarks 

50 55 



60 



/.g,Z?,g./i. iC.C I ■ I I I I I I I 

I L ■ ■ ■ ■ I I I I ' I I ■ ■ ■ I I I I I I I I ' ' I 



PULSE SUBROUTINE 

The PULSE subroutine will be able to read counters on a 2793 area station, 
set them to values, and reset them. The subroutine may be called from a 
FORTRAN or assembler-language program and can be executed in a coreload 
other than the 2790 coreload. 
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Assembler-Language Call: 



Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




Operands & Remarks 
35 40 45 50 55 60 






C,AL,L 










P,L',L,S,£, Call27?0 .OCR , , , 






o,c, , 










L,I,S,T, 1 1 1 , 1 1 1 1 Address of l/p Lirt , i , i i , i j 


1 1 1 1 




'. ■ . 










1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 


1 1 1 1 




• . 










1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 






* 1 1 










1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 


LJAT, 




DA , 










^1 ~ 1^1 1 1 1 1 , 1 1 1 1 Link/Busy Indicator , | , i | , | | 


1 1 1 1 




D,C, , 










E><itType ,,1,11111,1 


1 1 1 1 




B,S,S. 










4, .... ... 1 System Reserved Words 1-4 


1 1 1 1 




D,C. , 










^.-.^, Completion Code ,,,,,,,,, 






o.c, , 










/,X,X,X,X, 1 1 , , 1 1 1 Control Parameter , 


1 1 1 1 




D,C, , 










A,R,E,A /O Area Address , , , 


1 1 1 1 




•i . . 










1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 t 


1 1 1 1 




•i , , 










1 1 1 r 1 1 1 1 1 1 1 1 1 1 1 1 1 J 1 1 1 1 1 1 1 1 1 


III! 




•i 1 . 










1 1 1 1 1 1 1 1 1 . 1 1 1 1 1 


/i,/?,EA 




D,C, , 










W,Dfi,NJ ,1 Vyord Count and 






OA , 










/^A^A^N^N^ i i , | i i i Area Station/Counter Number , ^ | ) , 


1 1 1 1 




o,c, , 










J^ _ J^ Read/Set Completion Code ,,,,,, 


1 1 1 1 




B,S,S, 










3 Data/set value, ,,,,.,,,, 


1 1 1 1 




1 1 1 










1 1 1 1 1 1 1 . 1 1 1 1 1 1 1 1 1 . 1 i 1 1 1 1 1 1 1 



The calling sequence is similar to that used for MPX input/output control 
subroutines. A description of the first six words of the I/O list is 
in the MPX Subroutine Library manual, Order Number GC26-3724, listed 
under, "Calling Sequences -- lOCRs." The remaining parameters are 
described here as they apply to the PULSE subroutine. 



Completion Code 

The completion code parameter indicates successful completion of the 
call or one of several error conditions. The error conditions are: a 
call was made to PULSE when the 2790 coreload was not in main storage, 
a call specified the number of a loop that was not active, and one of 
the counters has an error condition to report and the completion code 
must be checked for further error information. The completion codes 
are described later in this section. 



Control Parameter 



The first digit of the control parameter is the function code, which 
determines if a counter is to be read, set to a value, reset, or placed 
online or offline . 

The second digit of the control parameter is the function modifier code. 
If the function code is a read or reset operation, the modifier code 
can specify normal end (no reset) , reset counter to zero, unconditional 
reset, and reset overflow condition (counter exceeds 29,999). The function 
modifier code can also be used to reset the count test bit. 
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If the function code specifies an online or offline operation, the 
modifier code determines if the counters specified in the I/O area are 
to be put on line or taken off line. 

The third digit of the control parameter specifies the priority of the 
call and the fourth digit specifies the loop number for the area stations 
being addressed. 



I/O Area Address 

This parameter contains the address of the I/O area that will be used to 
specify the counters, reserve space for the completion code, and provide 
a data area for the read and set operations. 



I/O Area (AREA) 

The first word, WDCNT, contains the word count for the entire I/O area. 
The value is determined by the number of counters defined in the I/O 
area. Each counter requires five words, and the maximum number of 
counters that can be specified is limited by the amount of main storage 
available. 

The five words required for each counter are: 

Area Station and Counter. This word contains the area station and counter 
number, specified in hexadecimal. 

Read/Set Completion Code. This word is used by the system to return a 
status or error code that applies to this counter. These codes indicate 
successful completion of a set or reset operation, status of the count 
test bit, counter off line, unsuccessful retry of a read or set operation, 
area station bypassed, invalid counter number, or a power on condition 
indicating that power has just been restored to the area station. 

Data/Set Value (Three Words) . These words hold the five digits and sign 
that are returned by a read counter operation. If the operation is set 
counter, these words will be used to specify the value to which the 
counter is to be set. 



Programming Support for External Alarm 

The external alarm feature for the 2791/2793 area station will be 
supported by the 180 0/2790 MPX Data Communication System operating under 
a real-time MPX operating system.^ 

A new macro instruction, ALARM, activates the alarm by transmitting the 
EBCDIC character for bell to the area station. The alarm will also be 
activated by the TMSG macro instruction if the message contains the 
EBCDIC character for bell. 
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ALARM MACRO INSTRUCTION 



This instruction causes the external alarm contacts at area station aaa 
on loop m to be closed and activates the alarm. If the instruction is 
issued while the 1053 is busy, this message is queued in main storage 
until the 1053 is not busy. 

The format of ALARM is: 



Label 
21 25 



I I 



-1 I L. 



Operation 
27 30 



^■^■A> 



-I i_ 



RM 



35 



40 



45 



Operands & Remarks 

50 55 



/77, . |(7|g,<7| I I I I I I I 



I I I — 1— J I I I I I I I I I 



60 



I I I I I I 
I I I I I r I I I I I 



The loop number and area station parameters can be omitted under the 
same conditions as described for the READC instruction. 



2790 System Definition 

The system definition macros for the 1800/2790 Data Communication System 
will be expanded to include provisions for defining the support required 
for pulse count and external alarm features. 



Storage Requirements 



Programming support for the pulse count feature will add approximately 
eight hundred words to the 2790 coreload. Each pulse count instruction 
will add approximately five words to the transaction control list. 
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Preface: How to Use this Book 

This manual is an introduction to the IBM 1800 Multiprogramming 
Executive (MPX) Operating Systan. It is intended for new and potential 
1800 installation managers, programmers, and operators; the only 
prerequisite is knowledge of basic data- processing and process- control 
terms. The data-processing terms are explained in Introduction to IBM 
Data Processing Systems , Order Number GC20-168U. 

The first chapter, "What the 1800 System Does," discusses kinds of 
applications in which the 1800 system is used, and the different kinds 
cf work you can expect it to do- 

The second chapter, "What MPX Does for You," discusses the programming 
functions that are Ceirried out by the operating system. It describes 
needs that you might want the operating system to handle, and what MPX 
does about these needs. 

The third chapter, "How MPX Is Organized," tells how the various parts 
of the system are put together and where they are located. 

As you read this manual, you might want more detailed information about 
1800 system physical units and MPX system programs. These books can be 
used for reference: 

1800 System Summary , Order Number GA26-5920, which introduces the 
physical units that make up an 1800 system. 

1800 Functional Characteristics , Order Number GA26-5918, which 
describes how the physical units work. 

MPX Programmer's Guide , Order Number GC26-3720, which discusses MPX 
system organization and prooframming techniques. 

MPX Subroutine Library, Order Number GC26-3724, which describes 
each of the system subroutines . 

MPX Operating Procedures , Order Number GC26-3725, which tells how 
to generate, operate, and maintain MPX. 

1130/1800 Assembler Language , Order Number GC26-3778, which tells 
how to use macro instructions and write programs in assembler 
language . 

1130/1800 Basic FORTRAN IV Language , Order Number GC26-3715, which 
tells how to write programs in FORTRAN, 

Communications Adapter Programming , Order Number GC26-3757, which 
tells how to write programs to carry out communications with other 
computers and terminals. 

Binary Synchronous Communications — General Information , Order 
Number GA27-300a, which describes the programming conventions that 
govern communications between the 1800 and other computers and 
terminals. 

1130/1800 Plotter Subroutines , Order Number GC26-3755, which 
describes MPX subroutines for controlling the 1627 plotter. 
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